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30 CFR Ch. I (7–1–12 Edition) § 56.3400 

Specification for Roof and Rock Bolts 
and Accessories,’’ the mine operator 
shall— 

(1) Obtain a manufacturer’s certifi-
cation that the material was manufac-
tured and tested in accordance with 
the specifications of ASTM F432–95; 
and 

(2) Make this certification available 
to an authorized representative of the 
Secretary and to the representative of 
miners. 

(b) Fixtures and accessories not ad-
dressed in ASTM F432–95 may be used 
for ground support provided they— 

(1) Have been successful in sup-
porting the ground in an area with 
similar strata, opening dimensions and 
ground stresses in any mine; or 

(2) Have been tested and shown to be 
effective in supporting ground in an 
area of the affected mine which has 
similar strata, opening dimensions, and 
ground stresses as the area where the 
fixtures are expected to be used. Dur-
ing the test process, access to the test 
area shall be limited to persons nec-
essary to conduct the test. 

(c) Bearing plates shall be used with 
fixtures when necessary for effective 
ground support. 

(d) The diameter of finishing bits 
shall be within a tolerance of plus or 
minus 0.030 inch of the manufacturer’s 
recommended hole diameter for the an-
chor used. When separate finishing bits 
are used, they shall be distinguishable 
from other bits. 

(e) Damaged or deteriorated car-
tridges of grouting material shall not 
be used. 

(f) When rock bolts tensioned by 
torquing are used as a means of ground 
support, 

(1) Selected tension level shall be— 
(i) At least 50 percent of either the 

yield point of the bolt or anchorage ca-
pacity of the rock, whichever is less; 
and 

(ii) No greater than the yield point of 
the bolt or anchorage capacity of the 
rock. 

(2) The torque of the first bolt, every 
tenth bolt, and the last bolt installed 
in each work area during the shift shall 
be accurately determined immediately 
after installation. If the torque of any 
fixture tested does not fall within the 

installation torque range, corrective 
action shall be taken. 

(g) When grouted fixtures can be test-
ed by applying torque, the first fixture 
installed in each work place shall be 
tested to withstand 150 foot-pounds of 
torque. Should it rotate in the hole, a 
second fixture shall be tested in the 
same manner. If the second fixture also 
turns, corrective action shall be taken. 

(h) When other tensioned and nonten-
sioned fixtures are used, test methods 
shall be established to verify their ef-
fectiveness. 

(i) The mine operator shall certify 
that tests were conducted and make 
the certification available to an au-
thorized representative of the Sec-
retary. 

[51 FR 36197, Oct. 8, 1986, as amended at 51 FR 
36804, Oct. 16, 1986; 63 FR 20030, Apr. 22, 1998] 

PRECAUTIONS 

§ 56.3400 Secondary breakage. 
Prior to secondary breakage oper-

ations, material to be broken, other 
than hanging material, shall be posi-
tioned or blocked to prevent movement 
which would endanger persons in the 
work area. Secondary breakage shall 
be performed from a location which 
would not expose persons to danger. 

§ 56.3401 Examination of ground con-
ditions. 

Persons experienced in examining 
and testing for loose ground shall be 
designated by the mine operator. Ap-
propriate supervisors or other des-
ignated persons shall examine and, 
where applicable, test ground condi-
tions in areas where work is to be per-
formed prior to work commencing, 
after blasting, and as ground condi-
tions warrant during the work shift. 
Highwalls and banks adjoining 
travelways shall be examined weekly 
or more often if changing ground con-
ditions warrant. 

§ 56.3430 Activity between machinery 
or equipment and the highwall or 
bank. 

Persons shall not work or travel be-
tween machinery or equipment and the 
highwall or bank where the machinery 
or equipment may hinder escape from 
falls or slides of the highwall or bank. 
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